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SAFETY-KLEEN SAMPLE ANALYSIS REPORT
TCLP Report

SAMPLE DESCRIPTION:
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SK 130 SOLVENT

REPORT DATE: 10-28-98
S-K REPRESENTATIVE: ART INGLES

BRANCH #: 414503 CONTROL #: 1806944-8

SURVEY #: PS028378

|
|
|
|
| CUSTOMER #: 7181 LAB #: 9806944

Generator: WHEELING PITTSBURGH STEEL
1001 MAIN ST.
MARTINS FERRY , OH 43935

¥

L]
3

Attention: LARRY BOROSKI

7
The er ztased TCLP Analysis and/or suitable generator knowledge as applied to your company on the sample
in questicn DOES NOT SHOW any TCLP Characteristic Waste Code.

For the material to be classified as non-hazardous. the generator must determine that the waste is not defined as a "listed"

hazaraous waste. not mixed with a "listed” hazardous waste. not derived from a "listed” hazardous waste, and obtain adequate
information pertaining to the hazardous characteristics of:

Ignitability - Waste Code D00
Corrosivity Waste Code D002
Reactivity Waste Code D003
TCLP Toxicity Waste Codes D004 - D043

A Safety-Kleen representative will be contactin

g you with further detail regarding the shipping, handling, and processing of your
material. ;

If you have any questions regarding the above analysis, please contact Customer Service at (773)825-7338.

Continued on next page
Safety-Kleen Corp. Technical Center
'R0 Rov 92050 12555 W. Old Higgins Rd.
I\ Growe Village. IL 60009-2050 EIk Grove Village, IL 60007
Fax: (773) 825.7853 ) _ Telephone: (773) 825-7338
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Control #: 1306944-8
. [ Survey#: PS028378 WHEELING PITTSBURGH STEEL
MISCELLANEQUS |
EPA Date EPA TCLP Reg Limit
Waste # Test Analyzed Method ppm Result  Units
D001 Flash Point 10-13-93 1020 <140 >142 °F
METALS IN TCLP LEACHATE
EPA Date EPA TCLP Reg Limit Result
Waste # Analvte Analvzed Method . mg/L mg/L
D004 Arsenic 10-13-98 6010 5 <5.00
D005 Barium 10-13-98 6010 100 <0.500
D006 Cadmium 10-13-98 6010 1 <0.500
D007 _Chromium 10-13-98 6010 5 <0.500
D008 Lead 10-13-98 6010 5 <4.00
DOl1 _Silver 10-13-98 6010 5 <0.500

Continued on next page



| Contol # 1806944-8
L Survey# PS028378
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WHEELING PITTSBURGH STEEL

.

VOLATILE ORGANICS IN TCLP LEACHATE

l ’
' EPA

Date EPA TCLP Reg Limit Result _
Waste # Analvte Analyzed Method mg/L mg/L
D018 Benzene 10-20-98 8240 0.5 <0.40
D019 Carbon Tetrachloride 10-20-98 8240 0.5 <0.40
D021 Chlorobenzene 10-20-98 8240 100 <0.40
D022 Chloroform 10-20-98 8240 6 <0.40
D027 1,4-Dichlorobenzene 10-20-98 8240 7.5 <0.40
D028 1.2-Dichloroethane 10-20-98 8240 0.5 <0.40
D029 1,1-Dichloroethylene 10-20-98 8240 0.7 <0.40
D035 Methyl Ethyl Ketone 10-20-98 8240 200 <20
D039 Tetrachloroethylene 10-20-98 8240 0.7 <0.40
D040 Trichloroethylene 10-20-98 8240 0.5 <0.40
D043 Vinvl Chloride 10-20-98 8240 0.2 <0.56
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Continued on next page
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‘t| _Survey #: PS028378 WHEELING PITTSBURGH STEEL |

Sample Description:
SK 150 SOLVENT

SAMPLE HANDLING DATES
Date Sampled: 10-05-98 |
Date Received: “10-07-98

SAMPLE COMPOSITION

Number of Phases: 1
] Percent Solids (Method 1311): 0.46%
Percent Dry Solids (Method 1311): 0.21%

LEACHING/EXTRACTION DATES !

Method Date
Bottle Leach: 1311 Not Required
ZHE Leach: 1311 Not Required

: The analysis contained herein are performed to provide Safety-Kleen Corp. and its customers a means of |
+ determining compliant waste handling practices that are consistent with applicable permits and processing |
“ capability. |
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